Cat6 Ethernet Cable F/UTP PE

Al-Mylar
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Mylar

Insulation
Specification
part No. C6FOFP
Conductor: 23 AWG Solid bare Copper (4 pair)
Insulation: High Density Polyethylene
Pairs: 2 Insulated conductors twisted together
sheath: Pe Insulation thickness 0.2mm nominal
Cable Diameter: 6.1 mm nominal
Cable wt per Reel: 15.5 Kgs nominal
Printing : Each meter printed with sequential length
Drain : yes
Separator: yes
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Specification

part No.
Conductor:
Insulation:
Pairs:
sheath:

Cable Diameter:

Cable wt per Reel:

Printing :

Drain :

Separator:

Cat6 Ethernet Cable UTP PVC

Al-Mylarioptionay
Conductor
Drain

Filler

Jacket
Mylar
Insulation

C6UINFP

23 AWG Solid bare Copper (4 pair)

High Density Polyethylene

2 Insulated conductors twisted together
PVC Insulation thickness 0.2mm nominal
6.1 mm nominal

15.5 Kgs nominal

Each meter printed with sequential length
yes

yes
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Specification

part No.
Conductor:
Insulation:
Pairs:
sheath:

Cable Diameter:

Cable wt per Reel:

Printing :

Drain :

Separator:

Cat6 Ethernet Cable UTP PVC

Al-Mylarioptionay
Conductor
Drain

Filler

Jacket
Mylar
Insulation

C6UIFP

23 AWG Solid bare Copper (4 pair)

High Density Polyethylene

2 Insulated conductors twisted together
PVC Insulation thickness 0.2mm nominal
6.1 mm nominal

16.5 Kgs nominal

Each meter printed with sequential length
yes

yes
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Specification

part No.
Conductor:
Insulation:
Pairs:
sheath:

Cable Diameter:

Cable wt per Reel:

Printing :

Drain :

Separator:

Cat6 Ethernet Cable UTP PVC

— AI 'Mylar(optional)

—— Conductor

—— Drain

— Filler

— Jacket
—— Mylar

Insulation

C6UICCA

23 AWG Solid bare Aluminium(4 pair)
High Density Polyethylene

2 Insulated conductors twisted together
PVC Insulation thickness 0.2mm nominal
5.1 mm nominal

10.5 Kgs nominal

Each meter printed with sequential length
yes

yes
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Cat6 Ethernet Cable F\UTP PE

Al-Mylar
Conductor —
Drain —
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Jacket —
Mylar
Insulation

Specification

part No. C6FOCCA

Conductor: 23 AWG Solid bare Aluminium(4 pair)

Insulation: High Density Polyethylene

Pairs: 2 Insulated conductors twisted together

sheath: Pe Insulation thickness 0.2mm nominal

Cable Diameter: 6.1 mm nominal

Cable wt per Reel: 13.5 Kgs nominal

Printing : Each meter printed with sequential length

Drain : yes

Separator: yes
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